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Abstract
The motivation of this analysis is the need of high efﬁciency and high power density permanent magnet
synchronous motor (PMSM) drives for use in electrical vehicle power trains. It is clear that the chosen
electrical steel for the lamination stack plays an important role, but proper quantiﬁcation is missing. The
purpose of this paper is to formalize the problem of selecting the optimal steel grade for the construction
of PMSM’s. This question is important to steel producers, not only for helping customers selecting
the most appropriate existing grade for their application, but also for deﬁning the strategic orientation
of the further R&D of enhanced electrical steel grades. The notion of steel efﬁciency is deﬁned and,
after describing the FE implementation of iron loss models, a methodology for material optimisation is
proposed.
Efﬁciency, ﬁnite element calculation, materials, low loss fully processed electrical steels, motor design, optimiza-
tion, permanent magnet motor, PHEV (plug in hybrid electric vehicle), series HEV.
1 Introduction
The development of hybrid and electric vehi-
cle power trains set severe constraints on the
electrical machines in terms of their volume
and weight, which translate into the use of
high efﬁciency and power density PMSM drives.
ArcelorMittal is a steel supplier of electrical
steels, classically mostly for large generators,
industrial motors, traction machines and trans-
formers, and wanted to deﬁne in more detail
which grades were exactly needed for optimal
performance of the PMSM for electric traction.
Our current product range includes a variety of
fully processed electrical steels (FP ES) with low
losses, high permeability, high thermal conduc-
tivity, high yield strength, but the optimal trade
off and steel gauge had to be clariﬁed. Unfor-
tunately, not much scientiﬁc publications deal-
ing with this question can be found in the liter-
ature. Electrical designers focus on the global ef-
ﬁciency of the machines and do not usually adopt
the point of view of the steel producer, hence this
study.
Fig. 1 shows typical loss and polarisation lev-
els of our offer in 0.35 and 0.50mm FP grades.
These products are compared to the EN10106
which prescribes 50Hz data guarantees. It is
clear that for the PMSM characterisation, this
frequency does not describe the materials suf-
ﬁciently, so we have measurement data up to
10kHz available.
Electrical machine design is the conjunction of
various, and sometimes contradictory objectives,
e.g. maximizing the machine’s total efﬁciency,
which is the ratio of the mechanical power to the
total input power :
η =
PMech
PMech + PFe + PJoule
, (1)
and maximizing the torque to weight ratio. From
the point of view of a steel producer, on the other
hand, maximizing steel efﬁciency ηFe, deﬁned
as the ratio of the mechanical power PMech to
the sum of the mechanical power and the iron
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Figure 1: Losses versus polarisation of the ArcelorMittal offer in 0.50mm (light symbols) and 0.35mm (dark
symbols) gauge, compared to the requirements of the EN10106.
losses PFe (2), seems to be a legitimate objective
as well.
ηFe =
PMech
PMech + PFe
=
1
1 + PFePMech
(2)
However, whereas iron losses increase with fre-
quency and current, ﬁnite element simulations
carried out on a PMSM machine show that the
steel efﬁciency increases with the current, but de-
creases when the frequency increases, because
the mechanical power increases slower than iron
losses. The two objectives (maximizing total efﬁ-
ciency and maximizing steel efﬁciency, i.e. min-
imizing the ratio PFe/PMech) have been graphi-
cally represented by white arrows in Fig. 2. For
a better visualization, the ratio PFe/PMech has
been plotted instead of ηFe ; the smaller this ra-
tio, the better the steel efﬁciency ηFe (2). Fig. 2
shows that the steel efﬁciency reaches a maxi-
mum lower right corner of the diagram, i.e. in an
operation range with low frequency and high cur-
rents where the overall efﬁciency of the machine
is very bad. The two objectives are thus clearly
contradictory; they have nearly opposite gradi-
ents in the operation space of the PMSM motor
(which is the space supply current I vs working
frequency f ), and the question arises which trade
off will yield the optimum motor design.
Clearly the overall efﬁciency η must remain
the deciding factor, but still there is a potential
for energy saving and efﬁciency improvement
through an optimum choice of magnetic mate-
rial. The purpose of this paper is to formalize
this problem, which is important to steel produc-
ers, not only for helping customers selecting the
most appropriate grade for their application but
also for deﬁning the speciﬁcations of the electri-
cal steels which should be further developed.
All computations have been carried on on a 5
pole pairs 25kW 3000rpm permanent magnet
synchronous machine (PMSM) with buried mag-
nets and concentrated windings, Fig. 3. This is
a typical machine for use in a hybrid electrical
vehicle drive.
2 Iron loss models
For this purpose, it is required to evaluate iron
losses in a PMSM motor on basis of different
material characteristics. Measured material char-
acteristics cannot in general be directly used in
FE programs. A parametric iron loss model must
ﬁrst be determined, of which the free parame-
ters are identiﬁed by correlation with the avail-
able measurements.
A widely accepted iron loss model is the model
of Bertotti [1] :
WBer = physt + peddy + pexcess, (3)
with the hysteresis losses
physt = kh
(
1 +
Bmin
Bmax
(r − 1)
)
B2maxf, (4)
the eddy curent losses
peddy = kec
∞∑
n=1
| Bn|2(nf)2 , kec = π
2d2
6ρρe
(5)
and the excess losses
pexcess = kex
∞∑
n=1
| Bn|1.5(nf)1.5 (6)
EVS24 International Battery, Hybrid and Fuel Cell Electric Vehicle Symposium 2
World Electric Vehicle Journal Vol. 3 - ISSN 2032-6653 - © 2009 AVERE
Page   0876
Figure 2: Ratio PFe/PMech (above, range
[0.6%,2.8%], each division is 0.2%) and to-
tal efﬁciency of the machine η (below, range
[88%,97%], each division is 1%), as a function of the
supply current I and the frequency f . The objectives
of maximizing the motor’s efﬁciency and the steel
efﬁciency are contradictory, as indicated by the white
arrows.
in terms of the Fourier decomposition of the pe-
riodic induction ﬁeld (period T , ω = 2π/T ) :
B(t) =
∞∑
n=1
Bn cos(nωt + ϕn). (7)
The multiplicative factor with parameter r in
(4) represents the effect of rotational hysteresis
losses in the system. Bmin and Bmax are re-
spectively the minimum and maximum values of
| B(t)| over one period, Fig. 4.
In experimental conditions (i.e. Epstein frame),
the sinusoidal in time and unidimensional ﬁeld
B(t) is completely represented by the amplitude
| B1| of the fundamental harmonic, which is also
the peak value Bmax in this case. Bertotti’s
model writes thus
WBer = khB2f + kecB2f2 + kexB1.5f1.5 (8)
Figure 3: Cross section of the buried magnet PMSM
machine.
with B ≡ Bmax.
This 2 parameter expression (kh and kec) has
been identiﬁed with measured iron loss charac-
teristics Wmeas vs. B ≡ Bmax with the follow-
ing observations :
• The behaviour at large ﬁelds ( B ≤ 1 Tesla)
was poorly represented by (8) which con-
tains at most a quadratic term in B, Fig. 5.
• A higher order B2+a3 term must be intro-
duced to obtain an accurate representation
of iron losses at large ﬁelds. This term is
probably caused by the magnetic saturation
of the laminations [2], and will be called
high order losses below.
• The exponent a3 depends on the lamination
thickness.
• The excess loss term in (8) turns out to be
negligible (kex ≈ 0).
In consequence, the parameter identiﬁcation has
been done with the improved loss model
Wimp = a2B2f + (a1 + a4Ba3)B2f2 (9)
with a very good accuracy over a large range
of steel grades (N020, M235-35A, M250-50A,
M250-50A, M330-50A, M330P-50A, M600-
50A, M310-65A, M800-100A, see Fig. 6) and
a large range of frequencies around the nominal
working frequency of the drive, 250 Hz.
3 Loss splitting
After parameter identiﬁcation, the models can be
used to evaluate losses in the real situation, i.e.
in the stator of a PMSM motor. The identiﬁed
parameters can also be used in (4) and (5) with
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N020 M235 M250 M330 M330P M600 M310 M800
-35A -50A -50A -50A -50A -65A -100A
a1 3.50E-05 6.00E-05 1.14E-04 1.30E-04 1.35E-04 1.60E-04 1.30E-04 2.50E-04
a2 1.60E-02 1.50E-02 1.50E-02 2.00E-02 2.00E-02 4.00E-02 2.00E-02 5.50E-02
a4 5.00E-06 5.50E-06 1.70E-06 1.70E-06 8.00E-06 1.20E-05 3.00E-05 2.10E-04
a3 4 4 6 6 4 4 2 1
d mm 0.2 0.35 0.5 0.5 0.5 0.5 0.65 1
ρ kg/m3 7630 7554 7554 7630 7769 7764 7554 7699
ρE Ωm 5.16E-07 6.38E-07 6.38E-07 5.16E-07 2.98E-07 3.39E-07 6.38E-07 4.08E-07
Table 1: Identiﬁed coefﬁcients for the parametric representation (9) of the iron loss characteristic of various steel
grades.
Unit N020 M235 M250 M330 M330P M600 M310 M800
-35A -50A -50A -50A -50A -65A -100A
Torque Nm 76 77 76 77 79 77 76 77
Basic W 159 193 272 357 438 504 324 761
Harmonics W 8 13 25 26 29 23 29 57
Rotational W 16 15 15 19 21 36 20 59
High order W 73 81 83 101 164 213 126 568
Induced voltage V 258 260 256 262 271 264 256 260
Input voltage V 263 265 261 267 276 269 261 266
Mechanical power W 24023 24275 24004 24221 24820 24337 23966 24125
Joule losses W 564 564 564 564 564 564 564 564
Iron losses W 255 302 395 505 652 777 500 1445
Total losses W 819 866 959 1069 1216 1341 1064 2009
Steel efﬁciency % 98.9 98.8 98.4 98.0 97.4 96.9 98.0 94.3
Efﬁciency % 96.7 96.6 96.2 95.8 95.3 94.8 95.8 92.3
Table 2: Loss splitting performed for different steel grades at the nominal working point (I=76A and f=250Hz) of
the PMSM.
kh = a2, kec = a1. One is thus left with paramet-
ric models for various loss components. Eddy
current losses taking higher ﬁeld harmonics into
account or not, can be evaluated by means of (5),
with or without truncating the sum in order to
separate the losses associated with the fundamen-
tal harmonic from those associated with higher
harmonics. Hysteresis losses are evaluated by (5)
with (r=2.5) or without (r=1) rotational hystere-
sis. Finally, the losses associated with the addi-
tional high order term can be determined by (9)
by setting the a4 parameters to zero or not. The
different terms of the loss splitting write then
• Basic : Basic hysteresis and eddy current
losses
• Harmonics : Extra losses due to higher ﬁeld
harmonics
• Rotational : Extra losses due to rotational
hysteresis
• High order : Extra losses represented by the
high order term in (9).
Numerical values computed in nominal working
conditions (I=76A, f=250Hz) are given in Ta-
ble 2 for different steel grades.
4 Material optimisation
Our study has shown that the question of op-
timal material choice for a PMSM drive can-
not be solved on basis of material considerations
only. Steel efﬁciency is indeed a machine-related
quantity. Moreover it cannot be optimized with-
out consideration to the global efﬁciency of the
motor. The optimum material is the one that of-
fers minimum losses under typical operation of
the machine. It is therefore a constrained op-
timisation problem, where the constraint is ap-
plication dependent, which makes it necessary to
incorporate information about the application in
the analysis.
In the case of PMSM drives for hybrid vehicles,
several stategies can be adopted according to the
type of hybrid drive selected. We shall distin-
guish 3 situations, with increasing complexity.
The simplest situation is when the machine is op-
erated in a limited operation range around the
nominal operation point, In this case, FE simu-
lations in nominal situation are performed with
different steel grades and the grade that yields
the best efﬁciency η is selected. In the case
of Table 2, the optimum grades are the N020
and M235-35A, i.e. the thinnest and lowest loss
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Figure 4: Distribution of Bmin and Bmax over the
stator of the PMSM motor. The former indicate the
general level of saturation, whereas the latter indicates
locations where rotational hysteresis is important.
grades considered in this study. The results in
Table. 2 show that both loss reduction and steel
gauge reduction bring a contribution to the efﬁ-
ciencies as summarised in Tables3 and 4.
The beneﬁt of using high permeability FP ES is
not straightforward, because the higher polarisa-
tion of the high perm grades results in higher ﬂux
levels for the same H ﬁeld, and a different ex-
ploitation point is reached. In the comparison
shown in Table 5, this results in the fact that the
higher perm version indeed realises a higher me-
chanical output, associated with the higher ﬂux,
but this is at the detriment of efﬁciencies, due to
the fact that this new working point corresponds
to higher a loss level. Hence, care needs to be
taken when switching from standard to high perm
grades. These material considerations conclu-
sions are based on nominal calculations and these
hold for the situations that prevail for the series
hybrid concept.
For other hybrid vehicle types, however, the
PMSM motor is operated over a larger area of
the operation space. The efﬁciency map depicted
Fig. 2 shows that the efﬁciency of the PMSM ma-
chine is optimum over a quite large region of the
operation space (the dark blue region in Fig. 2).
The machine must be controlled in order to be
operated as much as possible inside this maxi-
mum efﬁciency region. With the knowledge of
the motor only, and no further information about
the way it is operated, the purpose of material op-
Figure 5: The lines represent iron losses according
to Bertotti (8) (above) and with an additional higher
order term (9) (below). The cross markers indicate
measured values.
timisation is then to determine which grade pro-
vides the highest steel efﬁciency in average over
the maximum efﬁciency region of the motor.
Finally the most sophisticated approach is to also
take the way the machine is operated into consid-
eration. One can rely for this on standard drive
cycles, which can be translated into a statistical
distribution Prob(I, f) over the operation space
of the machine.
We have developped a method that allows com-
bining efﬁciently the material information (loss
and saturation characteristics) with a ﬁnite el-
ement model, and with the statistical distribu-
tion Prob(I, f) of the operation points of the
motor, according to a given drive cycle, Fig. 8.
This method involves an accurate computation
of losses, including their breakdown into differ-
ent components (Joule, eddy current, hysteresis)
as decribed above, as well as an estimation of
the inﬂuence of the presence of higher harmon-
ics and of rotational hysteresis. The coupling
of the ﬁnite element model with the statistical
distribution Prob(I, f) is rendered tractable in
terms of computation time by the extraction for
each grade γ under consideration, of a) the torque
T (I, γ), and b) histograms of peak induction in
the machine, Hist(Bmax, I, γ) which give the
volumic distribution of Bmax over the ﬁnite ele-
ments of the PMSM model for a given steel grade
γ, Fig. 7. For PMSM drives, these two charac-
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M250-50A M330-50A M600-50A
Steel efﬁciency 98.4% 98.0% 96.9%
Global efﬁciency 96.2% 95.8% 94.8%
Table 3: Impact on steel and global efﬁciency for nominal machine conditions when using 0.50mm FP ES with
different loss levels.
N020 M235-35A M250-50A M310-65A M600-50A
Steel efﬁciency 98.9% 98.8% 98.4% 98.0% 94.3%
Global efﬁciency 96.7% 96.6% 96.2% 95.8% 92.3%
Table 4: Impact on steel and global efﬁciency for nominal machine conditions when reducing the FP ES gauge at
low loss levels.
Figure 6: Saturation curves of the different steel
grades considered.
teristics of the machine depend on the current I ,
and of course on the grade γ, but not on the fre-
quency f . The distribution of iron losses over
the operation space of the machine is then ob-
tained by combination with the loss characteristic
WFe(B,F, γ) of the steel grade under consider-
ation
PFe(I, f, γ) =∫ ∞
0
ρ Hist(B, I, γ)WFe(B, f, γ) dB (10)
and the iron losses under the chosen drive cycle
are then given by integration over the operation
space
PFe(γ) =
∫
PFe(I, f, γ)Prob(I, f) dIdf.
(11)
Similarly,
PMech(γ) =
∫
T (I, γ)2πfProb(I, f) dIdf.
(12)
Figure 7: Hist(B, I, γ) : histogram of Bmax in ﬁnite
elements of the PMSM model, for a given material γ
and various values of the current I .
so that one can compare the steel efﬁciencies of
different grades γ, ηFe(η) in the drive conditions
described by Prob(I, f).
At the end of the process, one is able to deliver
quantitative statements about which material is
the best adapted for a given drive system, in the
sense that it gives the least iron losses PFe(γ) in
average over the typical utilisation of the system.
It is important to stress upon the fact that this op-
timum material is not necessarily the one with the
lowest loss characteristic.
5 Conclusion
It is clear that, for the PMSM intended for hy-
brid traction, many developments are ongoing in
order to achieve higher power density and higher
efﬁciency machines. This study involved mod-
elisation work to quantify the impact of the cho-
sen FP ES in terms of the global efﬁciency of the
PMSM, a well-known characteristic in electrical
engineering, but introduced in parallel the steel
efﬁciency. This steel efﬁciency is a useful param-
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M330-50A M330P-50A
Steel efﬁciency 98.0% 97.4%
Global efﬁciency 95.8% 95.3% -0.5%
Mechanical power 24221W 24820W +2.5%
Table 5: Effect on efﬁciency and torque of the saturation level.
Figure 8: Efﬁciency map of a PMSM motor with superimposed sampled operation points of a typical drive cycle.
eter for electrical steel producers, for it allows as-
sessing the impact on the machine performance
of chosing one grade or another, and quantifying
the consequence of this choice in terms of power.
Steel efﬁciency is a machine-related quantity.
Finding the optimum ES requires therefore to in-
corporate information about the application, i.e.
the drive, in the analysis. This is therefore a
constrained optimisation problem. In the case of
PMSM drives for hybrid vehicles, different state-
gies have been established to calculate the steel
efﬁciency by means of FE simulations within
reasonable computation time. Information about
the type of hybrid vehicle and the drive cycles
can be considered in the analysis.
In terms of ES impact, this study conﬁrmed the
need of Fully Processed grades with low high
frequency loss. Low high frequency loss goes
together with thin gauges for eddy current loss
reduction. ArcelorMittal concluded that there
was a need to give the PMSM constructor a
more complete choice between the standardised
NO20 and M235-35A grades. The develop-
ment of 0.30mm grades was chosen as a solu-
tion to further reduce the losses down from the
0.35mm range, without going into the more difﬁ-
cult and higher cost machine construction meth-
ods associated with the use of 0.20mm grades.
Our current offer of 0.30mm grades consist of
a M190P-30A, M200-30A and M230-30A. This
offer presents a choice in loss, permeability, ther-
mal conductivity and mechanical strength combi-
nations, suited for the production of high perfor-
mance PMSM for HEV’s.
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